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to pump fluids into a patient in a con-
trolled manner. The device may use a
piston pump, a roller pump, or a peri-
staltic pump and may be powered elec-
trically or mechanically. The device
may also operate using a constant
force to propel the fluid through a nar-
row tube which determines the flow
rate. The device may include means to
detect a fault condition, such as air in,
or blockage of, the infusion line and to
activate an alarm.

(b) Classification. Class II (perform-
ance standards).

§ 880.5740 Suction snakebite kit.

(a) Identification. A suction snakebite
kit is a device consisting of a knife,
suction device, and tourniquet used for
first-aid treatment of snakebites by re-
moving venom from the wound.

(b) Classification. Class I. The device
is exempt from the premarket notifica-
tion procedures in subpart E of part 807
of this chapter.

[45 FR 69682–69737, Oct. 21, l980, as amended
at 59 FR 63011, Dec. 7, 1994]

§ 880.5760 Chemical cold pack snake-
bite kit.

(a) Identification. A chemical cold
pack snakebit kit is a device consisting
of a chemical cold pack and tourniquet
used for first-aid treatment of
snakebites.

(b) Classification. Class III (premarket
approval).

(c) Date PMA or notice of completion of
a PDP is required. A PMA or a notice of
completion of a PDP is required to be
filed with the Food and Drug Adminis-
tration on or before December 26, 1996
for any chemical cold pack snakebite
kit that was in commercial distribu-
tion before May 28, 1976, or that has, on
or before December 26, 1996 been found
to be substantially equivalent to a
chemical cold pack snakebite kit that
was in commercial distribution before
May 28, 1976. Any other chemical cold
pack snakebite kit shall have an ap-
proved PMA or a declared completed
PDP in effect before being placed in
commercial distribution.

[45 FR 69682–69737, Oct. 21, 1980, as amended
at 52 FR 17739, May 11, 1987; 61 FR 50708, Sept.
27, 1996]

§ 880.5780 Medical support stocking.

(a) Medical support stocking to prevent
the pooling of blood in the legs—(1) Iden-
tification. A medical support stocking
to prevent the pooling of blood in the
legs is a device that is constructed of
elastic material and designed to apply
controlled pressure to the leg and that
is intended for use in the prevention of
pooling of blood in the leg.

(2) Classification. Class II (perform-
ance standards).

(b) Medical support stocking for general
medical purposes—(1) Identification. A
medical support stocking for general
medical purposes is a device that is
constructed of elastic material and de-
signed to apply controlled pressure to
the leg and that is intended for medical
purposes other than the prevention of
pooling of blood in the leg.

(2) Classification. Class I. The device
is exempt from the premarket notifica-
tion procedures in subpart E of part 807
of this chapter. The device is exempt
from the current good manufacturing
practice regulations in part 820 of this
chapter, with the exception of § 820.180,
with respect to general requirements
concerning records, and § 820.198, with
respect to complaint files.

[45 FR 69682–69737, Oct. 21, l980, as amended
at 59 FR 63011, Dec. 7, 1994]

§ 880.5820 Therapeutic scrotal support.

(a) Identification. A therapeutic scro-
tal support is a device intended for
medical purposes that consist of a
pouch attached to an elastic waistband
and that is used to support the scrotum
(the sac that contains the testicles).

(b) Classification. Class I (general con-
trols). The device is exempt from the
premarket notification procedures in
subpart E of part 807. The device also is
exempt from the good manufacturing
practice regulation in part 820, with
the exception of § 820.180, with respect
to general requirements concerning
records, and § 820.198, with respect to
complaint files.

§ 880.5860 Piston syringe.

(a) Identification. A piston syringe is
a device intended for medical purposes
that consists of a calibrated hollow
barrel and a movable plunger. At one
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